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Press Release 

 

Sony Adds Digital Super 35mm and World’s First Rain and Dust 

Resistant Camcorders to NXCAM™ Line-Up 

The NEX-FS100P opens up a new level of creative expression  

with a high-sensitivity, large-format sensor 

 

NEX-FS100P 

 

Hong Kong, July 6, 2011 – Sony Corporation of Hong Kong Limited expanded the NXCAM™ 

line-up with two highly anticipated new professional camcorders, which provide superb solutions 

to many shooting applications. The NEX-FS100P is a new E-mount professional camcorder 

equipped with a Super 35mm sensor and is a new addition to Sony‟s 35mm line-up. The HXR-

NX70P is the world‟s first rain- and dust-proof professional HD camcorder and is ideal for use in 

unforgiving environments.   

 

“Sony has listened to the feedback of our customers and thus responded by creating the new 

interchangeable-lens camcorder NEX-FS100P featuring a Super 35mm CMOS sensor with an 

ergonomically designed body and accessories that enable a new level of creative freedom,” said 

Mr. Henry Lee, Division Managing Director, Hong Kong Marketing Company, Sony 

Corporation of Hong Kong Limited. “Meanwhile, Sony has created the HXR-NX70P for 

documentary filmmakers to video journalists with tough assignments under severe weather 

conditions.”  

 



NEX-FS100P – Small Camcorder with Large Sensor Camera Performance 

Enabling all professional content creators, videographers and film enthusiasts alike to bring their 

visual story-telling to a new level, the NEX-FS100P camcorder is equipped with an “Exmor” 

Super 35mm CMOS Sensor specifically designed for shooting commercials, wedding/music 

videos, drama productions and TV series. This high sensitivity, large format sensor is capable of 

producing footage with shallow depth of field similar to that of a film camera, opening up a new 

level of creative expression.  The sensor also features the optimum number of effective pixels for 

shooting HD moving images. At a high 50fps in all-pixel scan mode, this allows images to be 

captured with less colour aliasing, jaggedness and rolling shutter than regular DSLR cameras, 

while providing the sensitivity to shoot at a minimum illumination of 0.28lux 1 . Another 

advantage of Sony‟s proprietary "Exmor" technology is minimal noise when shooting low-light 

scenes. 

 

The NEX-FS100P adopts the Sony E-mount interchangeable lens system. The very short flange 

back distance (the distance between lens mount surface and sensor surface) allows various Sony 

A-mount lenses to be mounted via a mount adaptor (LA-EA1). It is also possible to attach a huge 

range of other lenses, using third-party mount adaptors 
2
. With such flexibility, users will be able 

to experiment with numerous creative options by exploiting the characteristics of different optics. 

 

The NEX-FS100PK lens kit model comes supplied with the E18-200mm F3.5-6.3 OSS zoom 

lens which offers optical SteadyShot™ and auto focus.  

 

The NEX-FS100P is compatible with Memory Stick PRO Duo™ or SD, SDHC and SDXC cards. 

It is capable of recording images at various frame rates providing the added creative freedom of 

Slow and Quick motion with full HD. The camera operator can simply adjust the frame rate 

without using converters or editing software. Like all NXCAM camcorders, the recording format 

for this new HD camcorder is AVCHD™, a widely supported format by many non-linear editing 

software vendors. 

 

The lightweight compact camcorder features detachable grip, handle and hybrid LCD viewfinder, 

making it ideal for handheld scenes and shooting in confined locations. 

 

 
1 When using a fixed shutter speed of 1/25, auto gain and an iris setting of F1.4. 

The SEL18200 lens supplied with the NEX-FS100PK enables shooting in illumination as low as 1.5lux when using 

a fixed shutter speed of 1/25, auto gain and auto iris 
2
 Not all types of adaptors and lenses are guaranteed. For details, please ask the adaptor manufacturers. 



HXR-NX70P – World’s First Dust- and Rain-Proof Professional HD Camcorder 

 
HXR-NX70P 

 

The HXR-NX70P is a highly rugged and ultra-compact camcorder with its main unit proven to 

reach dust-proof and rain-proof performance requirements specified by IEC60529 IP54. Rain or 

dust will not affect the operation of the camcorder, making it ideal for the most inhospitable of 

environments.  The built-in 96GB flash memory together with a 32GB memory card can record 

and store up to 40 hours of high definition video footage (HD LP mode), which means customers 

do not have to worry about storage while out shooting in remote location.  

 

The HXR-NX70P incorporates an “Exmor R” CMOS sensor to deliver superior quality low-light 

footage and enhanced manual controls giving the precision users need for shooting professional 

quality 1920x1080 Full HD content. CinemaTone technology captures stunning footage with 

deeper, more film-like colour tones and the ultra wide angle 26.3mm Sony G lens can take in 

more of the action with sharp images and brilliant, accurate colour reproduction.  

 

The optical SteadyShot™ image stabilisation with Active Mode also compensates for greater 

degrees of camera shake than ever before to deliver smooth video from wide angle to full 

telephoto perspectives. The camcorder incorporates a switchable lens ring for manual adjustment 

of focus, iris and zoom settings.  A built-in GPS receiver makes the HXR-NX70P an ideal choice 

for journalists and documentary makers alike as it gives them the ability to „geotag‟ footage 

when on location. 

 

 

 



Sony NXCAM™ camcorders are available as follows: 

 

Model Suggested Price Availability 

NEX-FS100P HK$53,370 Available Now 

NEX-FS100PK lens kit HK$60,120 Available Now 

HXR-NX70P HK$31,670 August 2011  

 

About Hong Kong Marketing Company 

Hong Kong Marketing Company (HKMC), a division of Sony Corporation of Hong Kong 

Limited, provides sales, marketing and after sales services for Sony‟s consumer electronics 

products as well as broadcast and professional products in Hong Kong and Macau. For more 

information on Sony‟s products and services, please visit its web site on www.sony.com.hk. 

 

About make.believe 

“make.believe” (make dot believe) is a Group-wide brand message that unites Sony‟s 

communications initiatives across electronics, games, movies, music, mobile phones and 

network services. “make.believe” symbolizes the spirit of Sony – the power of creativity, the 

ability to turn ideas into reality and the belief that anything you can imagine, you can make real.  

 

 

 

  

http://www.sony.com.hk/


Key specifications of Sony camcorder NEX-FS100P:  

Model  NEX-FS100P 

Camera Section  

Imaging device "Exmor" Super35 CMOS Sensor 

Gross pixels: Approx. 3,530,000 pixels 

Effective pixels of moving pictures in 16:9: Approx. 3,370,000 pixels 

Effective pixels of moving pictures in 4:3: Approx. 2,530,000 pixels 

Minimum illumination 0.28 lx (1/25 shutter, IRIS F1.4, Auto GAIN) 
*1

 

Shutter speed Auto: 50i/50p: 1/50-1/1750, 25p: 1/25-1/1750 

Manual: 1/3 - 1/10000 

              1/50 - 1/1750 (50i, 50p), 1/25 - 1/1750 (25p) 

Slow & Quick Motion 

function 

Rec Format: 1080/50p, 1080/25p 

Frame Rate: 50fps, 25fps, 12fps, 6fps, 3fps, 2fps, 1fps 

Shutter Speed: 1/scan frame rate - 1/10000(Manual) 

White balance Auto, Outdoor(5800K), indoor(3200K),  

One-push (Touch panel) 

Lens (supplied with 

NEX-FS100PK) 

 

Lens Mount E-mount 

Model Name SEL18200 

Product Name E 18-200mm F3.5-6.3 OSS 

Equivalent 35mm-format 

focal length 

16:9: 28.8 - 320mm 

4:3: 36- 400mm 

Zoom ratio 11.1x 

Filter Diameter 67mm 

Inputs/Outputs  

Audio input XLR 3-pin (female) (x 2), LINE/MIC/MIC +48 V selectable 

Composite output RCA Type (x 1) 

Audio output RCA type (CH-1,CH-2) 

Component Video Output RCA Type (x 3) via Mini-D jack 

USB USB device, mini-AB/Hi-Speed (x 1) 

Headphone output Stereo mini jack (x 1) ø3.5mm 

Remote Stereo mini-minijack (ø2.5mm) 

HDMI output HDMI for 4:2:2 signal with time code embedded (x 1) 

Monitoring  

Built-in LCD monitor 3.5 inch-type, XtraFine LCD, approx. 921,600 dots 

(1920 x 480), 16:9 aspect ratio 

Recording Media  

Type Memory Stick PRO Duo(Mark2), Memory Stick PRO-HG Duo,Memory Stick PRO-

HG Duo HX 

SD/SDHC/SDXC Memory Card
*2

 

General  

Mass Body only: Approx. 1.04 kg (2 lb 4oz) 

w/optional lens w/VF, w/ Battery (NP-F970), 

w/large eyecup, w/handle, w/MIC (ECM-XM1), 

w/grip, w/o gripbelt: Approx. 2.76 kg (6 lb 1oz) 

Dimensions (W x H x D) Body only: Approx. 126.5 x 101.5 x 193.5 mm ( 5 x 4 x 7 5/8 inch ) 

w/optional lens, w/VF, w/large eyecup, w/handle, 

w/MIC (ECM-XM1), w/grip, w/o gripbelt: approx. 178 x 192 x 519.5mm (7 1/8 x 7 



5/8 x 20 1/2 inch) 

Power requirements (AC adaptor / Battery): 8.4V / 7.2V 

Power consumption w/ ECM-XM1 and LCD with normal brightness: 5.6W (w/ supplied lens) 

*When Flash Memory Unit HXR-FMU128 is used, the average power consumption 

increases about 1.1W 

Operating temperature 0 to +40 deg C (+32 to +104 deg F) 

Storage temperature -20 to +60 deg C (-4 to +140 deg F) 

Continuous Recording 

Time 

Continuous Recording Time: Approx. 510 min (NP-F970:fully charged battery.) 

Recording format Video Format: HD : MPEG-4 AVC/H.264 AVCHD format compatible (1080/50p 

original format) 

Video Format: STD: MPEG-2 PS 

Audio Format: HD: Linear PCM 2ch, 16bit, 48kHz / Dolby Digital 2ch, 16bit, 

48kHz 

Audio Format STD: Dolby Digital 2ch, 16bit, 48kHz 

Recording frame rate
*3

 HD PS (28Mbps) 1920x1080/50p, HD FX (24Mbps) 1920x1080/50i, HD FH 

(17Mbps) 1920x1080/50i, HD HQ 

(9Mbps) 1440x1080/50i, HD LP (5Mbps) 1440x1080/50i, HD FX (24Mbps) 

1920x1080/25p, HD FH (17Mbps) 

1920x1080/25p, HD FX (24Mbps) 1280x720/50p, HD FH (17Mbps) 1280x720/50p, 

SD/STD HQ (9Mbps) 

720x576/50i 

Recording/Playback time 170 min (2h 50m) with 32GB Memory Stick PRO-HG Duo HX at FX(24Mbps) 

Linear PCM 2ch recording 

Supplied Accessories AC Adaptor/Charger (AC-VL1),  

Rechargeable Battery Pack (NP-F770),  

Connecting cord (DK-415),  

Microphone (ECM-XM1), 

Remote Commander (RMT-845),  

Component video cable, 

A/V connecting cable,  

USB cable,  

USB Adaptor Cable (VMC-UAM1),  

Large eyecup, Lens (SEL18200),  

Lens hood with lens cover,  

Accessory shoe kit,  

Lithium Battery (CR2025),  

Clock Lithium (Installed),  

Application Software (CD-ROM) (CMU2.0) 

Remarks 

*1: 1.5 lx (w/ supplied lens: auto gain, auto iris, 1/25 shutter speed) 

*2: Class 4 or higher 

*3: Due to variable bitrate, 24Mbps is the maximum bitrate for AVCHD FX mode and the average bitrate is being 

stated for FH, HQ and LP modes. 

 



Key specifications of Sony camcorder HXR-NX70P: 

Model HXR-NX70P 

Camera Section  

Imaging device 1/2.88 type ExmorR CMOS with ClearVid pixel array  

Pixel Gross: Approx.6648 K 

Video Actual: Approx.6140 K (16:9) 

Minimum illumination 3 lx (Low LUX mode, 1/25 shutter) 

Shutter speed 1/6 - 1/10000 (Manual Shutter Speed Control) 

Iris F1.8 - F3.4 

Slow & Quick Motion 

function 

200 fps (fixed) as Smooth Slow Rec 

*The picture quality is degraded. (fps: Field per Sec.) 

White balance Auto, outdoor (5800K), indoor (3200K), One-push (Touch panel) 

Inputs/Outputs  

Mic input Stereo mini jack (x 1) ø3.5 mm 

Audio input XLR 3-pin (female) (x 2), LINE/MIC/MIC +48 V selectable 

A/V Output A/V Remote connector 

Component Video Output A/V Remote connector 

Remote Connector Stereo mini-mini jack (ø2.5 mm) 

USB USB device, Mini-AB/Hi-Speed (x 1) 

Headphone output Stereo mini jack (x 1) ø3.5 mm 

HDMI output HDMI mini connector (x 1) 

Monitoring  

Viewfinder 1.1 cm (0.45 inch type, aspect ratio 16:9) 

1 226 880 dots equivalent (852 x 3 [RGB] x 480) 

Built-in LCD monitor 8.8 cm (3.5 type, aspect ratio 16:9) 

921 600 dots (1920 x 480) 

Microphone  

Microphone 2ch Stereo microphone 

Recording Media  

Internal Memory 96 GB 

Type Memory Stick PRO Duo (Mark2), Memory Stick PRO-HG Duo, 

Memory Stick PRO-HG Duo HX 

SD/SDHC/SDXC Memory Card
*1

 

General  

Mass (w/Hood, w/Eye Cup)840 g (1 lb 13 oz)  

(w/Hood, w/Eye Cup,w/Battery, w/Microphone, 

w/XLR unit): 1285 g (2 lb 13 oz) 

Dimensions 

(W x H x D) 

(w/Hood, w/Eye Cup) : 

111.5 × 119.5 × 297.5 mm (4 1/2 × 4 3/4 × 11 3/4 inch) (w/Hood, w/Eye Cup, 

w/Battery, w Microphone, 

w/XLR unit):  135 × 174 × 384.5 mm (5 3/8 × 6 7/8 × 15 1/4 inch) 

Power requirements  (AC adaptor/Battery): 8.4 V/6.8 V 

Power 

consumption 

viewfinder – normal brightness (HD FX): 3.5 W  

LCD – normal brightness (HD FX):  3.6 W 

Operating temperature 0 to +40 deg C (+32 to +104 deg F) 

Storage temperature -20 to +60 deg C (-4 to +140 deg F) 

Battery operating time Continuous recording time: 220 min (VF), 215 min (LCD) 

Recording format 

Video Format HD: HD: MPEG4-AVC/H.264 AVCHD format compatible (1080/50p: original 



format)  

STD: MPEG-2 PS 

Audio Format HD: Linear PCM/Dolby Digital 2ch, 16 bit, 48 kHz 

STD: Dolby Digital 2ch, 16 bit, 48 kHz 

Recording frame rate
*2

 HD PS (28 Mbps) 1920 x 1080/50p/16:9 

HD FX (24 Mbps) 1920 x 1080/50i/16:9 

HD FH (17 Mbps) 1920 x 1080/50i/16:9 

HD HQ (9 Mbps) 1440 x 1080/50i/16:9 

HD LP (5 Mbps) 1440 x 1080/50i/16:9 

HD FX (24 Mbps) 1920 x 1080/25p/16:9 

HD FH (17 Mbps) 1920 x 1080/25p/16:9 

SD/STD HQ (9 Mbps) 720 x 576/50i /16:9, 4:3 

Recording/Playback time 170 min (MS 32 GB, HD FX, LPCM) 

530 min (Int. memory 96 GB, HD FX, LPCM) 

Zoom ratio Sony G Lens, 10x (optical), 14x Extended Zoom, 120x Digital Zoom 

Focal length f = 3.8 mm - 38 mm (equivalent to 26.3 mm - 263 mm (16:9), 

32.2 mm - 322 mm (4:3) on 35 mm lens)
*3

 

Focus Full range auto/Manual 

Image stabilizer Optical SteadyShot™ image stabilization w/ Active mode (Wide to Tele) 

Filter diameter 37 mm 

Supplied Accessories AC Adaptor [AC-L200C/D], Rechargeable Battery Pack [NP-FV70], Power cord, 

Microphone [ECM-XM1], Wind Screen, XLR Adaptor, Lens hood with lens cover, 

Large eyecup, Component A/V cable, A/V connecting cable, USB cable (mini-B), 

USB Adaptor cable  

(for external HDD) [VMC-UAM1], 

Wireless Remote Commander [RM-845], 

Application Software (CD-ROM) [Content Management Utility] 

Remarks: 

*1: Class 4 or faster. 

*2: Due to variable bitrate, 28Mbps is the maximum bitrate for HD PS mode, and 24Mbps for HD FX mode. The 

average bitrate is stated for FH, HQ and LP modes. 

*3: The focal length is when SteadyShot mode is in Active mode Off. 

 


