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Press Release 

 

Sony Launches New High-end Full HD Handycam® with  

Professional Video Recording Capability 

The HDR-AX2000 incorporates Sony wide angle G Lens and Exmor 3CMOS Sensors  

to produce high quality video with brilliant colour fidelity   

 

Hong Kong, 13 January, 2010 – Sony today announced the launch of the new Full High 

Definition Handycam® camcorder HDR-AX2000, exclusively designed for serious video 

enthusiasts.  The new high-end model is an upgraded version of the HDR-FX1000, featuring 

Sony’s unique high-performance wide angle “G Lens” for a wider shooting area. In addition, 

the HDR-AX2000 boasts new Active SteadyShot technology with greater image stabilisation 

and up to 24Mbps AVCHD movie format recording. The built-in Exmor 3CMOS Sensors 

also allow for shooting in low light, producing professional-standard videos even in 

challenging conditions. The HDR-AX2000 incorporates a host of upgrades and 

improvements which promise to deliver unsurpassed videotaping capabilities. 

 

Wide angle G Lens perfects video performance 

The enhanced technology of the HDR-AX2000 helps movie makers overcome common 

challenges when shooting. The 29.5mm wide-angle “G Lens” (35mm conversion) allows for 

shooting scenes ranging from broad landscapes to complicated close up shots. With its 20x 

optical zoom capabilities, the camcorder facilitates close up shots at a wide zooming range. 

 

The two Extra-low Dispersion (ED) glass elements help to prevent chromatic aberrations 

caused by differences in light refraction colour fringing. In addition, the advanced 10-group, 

15-element lens structure includes compound aspheric lenses producing images that are crisp 
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and clear when shooting movies at high zoom ratios. Furthermore, the six-blade iris 

diaphragm is almost circular, enabling the creation of atmospheric background blur.  

 

Exmor 3CMOS Sensors produce professional-standard results  

The HDR-AX2000 features a 1/3” type Exmor 3CMOS Sensor consisting of three CMOS 

sensors with approximately 1,120,000 pixels each. The three independent CMOS sensors 

each handle one of the colour elements – red, green and blue (RGB) – resulting in a 

significant improvement of colour reproduction in video recordings. 

 

The new and improved technology in the camcorder also features a new column A/D 

converter and dual noise reduction that effortlessly captures dark scenes with low noise levels.  

Thanks to its high sensitivity capability, clear shooting of objects can be guaranteed in light 

as low as 1.5 lux by adjusting the shutter speed to 1/25 with the additional help of the auto 

iris and auto gain function. 

 

AVCHD format with relay recording allows for uninterrupted shooting 

The HDR-AX2000 features the AVCHD format which records high definition (HD) signals 

using the efficient data compression coding technology in MPEG-4 AVC/H.264 format. This 

feature includes the maximum bitrate for AVCHD format - 24Mbps. The highly efficient 

compression technology along with the dual memory card slot for relay recording, allow for 

hours of shooting in the highest AVCHD bitrate possible without interruption. The dual 

memory card feature enables users to change memory cards (Memory Stick and SD cards) 

during recording to avoid breaks in filming. 

 

New Active SteadyShot minimises camera shake 

The new Active SteadyShot stabilises video shooting when the user is on the move. The 

HDR-AX2000 features a larger lens compensation angle than that of conventional models. 

The advanced optical technology is used together with the state-of-the-art compensation 

algorithm, allowing maximum information to come through the lens without losing valuable 

images. This makes it possible to shoot extremely stable video while maintaining high quality 

images. 

 

Professional videotaping with optimised audio performance 

The HDR-AX2000 offers a 25p (PAL) progressive mode that produces professional film-like 

results. High-resolution progressive images can be experienced by shooting at 1080/25p 

using signals captured by the Exmor 3CMOS Sensors. To produce professional-standard 

footage, it has up to six picture profiles including “Cinematone” gamma settings, which can 

be adjusted to suit every style of shooting.  

 

The camcorder features two XLR connectors for the use of external microphones thereby 

optimising audio quality. The connectors offer more flexibility in audio recording by 
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supporting a variety of external microphones. This feature also facilitates mixing sounds from 

internal and external microphones.   

 

Versatile functions for advanced operation 

A 3.2” type 321,600 dots Xtra Fine LCD with intuitive touch functions displays a striking 

high resolution and contrast making it easier to ensure in-focus shooting. The 0.45” type 

1,227K dots Xtra Fine viewfinder gives ultra clear visibility. In addition, it is compatible with 

two types of memory cards – Memory Stick PRO series and SD memory card - so that users 

can swap memory cards with ease and choose recording media with great flexibility. 

 

Sony Full High Definition Handycam® camcorder HDR-AX2000 will be available from 

February 2010 at HK$33,980.  

 

For customer enquiries, please contact the Sony sales and services hotline at (852) 2345-2966. 

 

About Hong Kong Marketing Company 

Hong Kong Marketing Company (HKMC), a division of Sony Corporation of Hong Kong 

Limited, provides sales, marketing and after sales services for Sony’s consumer electronics 

products as well as broadcast and professional products in Hong Kong and Macau.  For more 

information on Sony’s products and services, please visit its web site on www.sony.com.hk. 

 

About make.believe 

"make.believe" (make dot believe) is a Group-wide brand message that unites Sony's 

communications initiatives across electronics, games, movies, music, mobile phones and 

network services. "make.believe" symbolizes the spirit of Sony - the power of creativity, the 

ability to turn ideas into reality and the belief that anything you can imagine, you can make 

real. 

 

### 

 



4 

Specifications for Sony Full High Definition Handycam® camcorder HDR-AX2000 

Model HDR-AX2000 

Image Sensor 1/3 type Exmor 3CMOS Sensors 

Gross pixels (for each sensor) Approx. 1,120,000 pixels 

Effective Pixels 

(for each sensor) 

16:9 Movie Approx. 1,037,000 pixels (Active SteadyShot Off) 

4:3 Movie Approx. 778,000 pixels (Active SteadyShot Off) 

Minimum Illumination 1.5lux (Fixed Shutter Speed 1/25, auto iris, auto gain) 

Lens (Filter Diameter) Sony Lens G (72mm) 

Zoom 
Optical: 20x, When Digital Extender “ON”:  

approx. 30x 

Focus Auto/Manual （ring）/One-push Auto/Infinity 

F  F1.6～3.4 

f (focal distance) f = 4.1～82mm 

f  (35mm conversion) f=29.5～590mm(16:9), 36.1～722mm（4:3） 

SteadyShot Active SteadyShot 

Shutter Speed 1/3～1/10,000 sec (20 steps) 

White Balance Auto / outdoor / indoor / One-push (A/B) 

AE Shift Yes 

Backlight Compensation Yes 

Recording Media 

(MS of 1G or higher, and 

SD/SDHC Memory Card of 

Class 4 or higher are 

recommended for HD movie 

recording.) 

Memory Stick PRO Duo (Mark 2) 

Memory Stick PRO-HG Duo 

Memory Stick PRO-HG Duo HX 

SD Memory Card 

SDHC Memory Card 

Recording Mode 

HD 

AVCHD FX (24Mbps) 1920x1080/50i 

AVCHD FH (17Mbps) 1920x1080/50i 

AVCHD HQ (9Mbps) 1440x1080/50i 

AVCHD LP (5Mbps) 1440x1080/50i 

AVCHD FX (24Mbps) 1920x1080/25p 

AVCHD FH (17Mbps) 1920x1080/25p 

SD 
MPEG SD HQ (9Mbps) 720x576/50i 

MPEG SD HQ (9Mbps) 720x576/50i (25p scan) 

Video Recording 
HD: MPEG-4 AVC/H.264 (AVCHD),  

SD: MPEG-2 PS 

Audio Recording 
HD: Dolby Digital 2ch, 16bit, 48kHz 

SD: Dolby Digital 2ch, 16bit, 48kHz 

LCD Monitor 
3.2 type(16:9), 921,600 dots, Touch Panel 

Xtra Fine LCD 
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Viewfinder 
0.45 type, 1,227K dots (approx.) 

Xtra Fine 

Rec Start/Stop and Zoom 

Buttons 
Yes (side, handle) 

Fader White, Black 

Battery Info,  

IntoLITHIUM Battery 
Yes 

Stamina 
Approx. 7 hours 

(When using optional battery NP-F970) 

Interface 

- Accessory Shoe 

- HDMI Out jack 

- Video Out jack 

- Audio Out jack 

- Component Out jack 

- Headphone jack 

- XLR connectors x 2 

- USB (mini B / Hi-speed) jack 

- Remote jack 

- DC IN jack 

Supplied Accessories 

- AC Adaptor 

- Rechargeable battery pack (NP-F570) 

- Component video cable 

- A / V connecting cable 

- USB cable 

- Large eyecup 

- Lens hood with lens cover 

- Remote Commander (RMT-845) 

- Lithium battery CR2025 

- Application Software (CD-ROM) 

 


