
 

 

Press Release 

Sony’s New 3D Home Theatre Projector Delivers Brilliant 3D Picture Quality 

The latest VPL-HW30ES enters a new era of ultra high quality 3D imagery, 

 accessible at an affordable price   

 

 

VPL-HW30ES  

 

 

Hong Kong, August 5, 2011 – Sony Corporation of Hong Kong Limited today introduced the 

VPL-HW30ES, expanding its range of market leading 3D home theatre projectors with a new 

cost-friendly model. Movie fans can now enjoy an unrivalled 3D cinematic experience, with 

stunning 3D images with a dramatic increase in brightness thanks to Sony’s latest lamp 

technology, Dynamic Lamp Control system.  

 

“Sony understands the needs of customers who want to enjoy a sophisticated cinematic 

experience in 3D at the comfort of their living rooms,” said Mr. Henry Lee, Division Managing 

Director, Hong Kong Marketing Company, Sony Corporation of Hong Kong Limited. “Sony 

responds by developing truly innovative products such as the VPL-HW30ES that offers a perfect 

choice for discerning film enthusiasts who want the ultimate high-end home theatre system at 

affordable price levels.” 

 



Sony’s latest Dynamic Lamp Control Technology significantly boosts the brightness levels 

entering the shutters of the 3D glasses, maximising the picture’s impact and the lamp’s 

efficiency. This means brightness will not be lost, attaining highly vibrant visual quality. The 

opening and closing of the shutters on the 3D glasses are intelligently synchronised to ensure that 

each eye receives the accurate image, thus reducing crosstalk to a minimum. The 3D images are 

so stunningly detailed and vivid that the viewers feel like reaching out and touching them.  

 

In order to achieve an optimal viewing experience that feels natural on the eye, the Full HD 3D 

VPL-HW30ES home theatre projector is equipped with Sony’s High Frame Rate SXRD Panel 

(1920x1080), for exceptionally sharper, dot-free images. 

 

The VPL-HW30ES delivers contrast ratio of 70,000:1 and dazzling brightness of 1,300lm. In 

addition, “3D crosstalk” is further reduced to a minimal thanks to the 240Hz SXRD panel drive 

system and the unique Dynamic Lamp Control Technology. The automatic Advanced Iris 

Control feature enhances the contrast levels in accordance with the scene by maximising black 

and white levels without diminishing peak brightness.  

 

The VPL-HW30ES is capable of taking 2D and simulating 3D images, bringing new life to 

classic movies from the past and allowing a wide variety of content, such as live sports, to be 

enjoyed. Sony’s innovative Independent 2D/3D Picture Mode on the VPL-HW30ES allows 

viewers to select separate parameters for 2D and 3D content and to change each setting 

individually to optimise each picture image settings whether watching in 2D or 3D.  With this 

feature, viewers could enjoy the best picture quality under any scenario.  

 

Sony’s new MotionflowTM technology allows the VPL-HW30ES to display twice as many 

images per second. This algorithm, unique to Sony, reproduces dramatically sharper and 

smoother movements and reduces the image motion blur for a crisper image.  

 

The VPL-HW30ES also runs very quietly with an advanced air discharge system for a highly 

efficient cooling system, suppressing noise level to a mere 22dB without interrupting the 

viewer’s immersion during the movie-going experience.  

 

The VPL-HW30ES is compatible with Sony’s new active shutter glasses, the TDG-PJ1, which 

are 18 grams lighter than the previous model (59g compared to 77g). The TDG-PJ1 provides 30 

hours of continuous watching after charging for 30 minutes. In conjunction with the new glasses, 

Sony has announced a new transmitter, the TMR-PJ1, which synchronises 3D content 

effortlessly to generate a high-quality natural 3D effect.  



Available now, the VPL-HW30ES is supplied with two pairs of 3D glasses TDG-PJ1 and a 

transmitter TMR-PJ1 at the suggested price of HK$33,800.  

 

About Hong Kong Marketing Company 

Hong Kong Marketing Company (HKMC), a division of Sony Corporation of Hong Kong 

Limited, provides sales, marketing and after sales services for Sony’s consumer electronics 

products as well as broadcast and professional products in Hong Kong and Macau. For more 

information on Sony’s products and services, please visit its web site on www.sony.com.hk. 

 

About make.believe 

“make.believe” (make dot believe) is a Group-wide brand message that unites Sony’s 

communications initiatives across electronics, games, movies, music, mobile phones and 

network services. “make.believe” symbolizes the spirit of Sony – the power of creativity, the 

ability to turn ideas into reality and the belief that anything you can imagine, you can make real.  
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Key specifications of Sony 3D Home Projector VPL-HW30ES: 
Model Name VPL-HW30ES 

System  

Projection system SXRD panel, 1 lens, projection system 

LCD panel 0.61-inch (15.4mm) SXRD panel, 

6,220,800 pixels (2,073,600 pixels x3) 

Lens 1.6 times zoom lens (manual), 

f=18.7 to 29.6 mm / F2.50 to F3.40 

Lamp Type 200W Ultra High Pressure Lamp 

Projection picture size 40 to 300 inches (1,016mm to 7,620mm) (measured diagonally) 

Acceptable video signals 15 kHz RGB/component 50/60 Hz, Progressive component 50/60 

Hz,480/60i, 576/50i, 

480/60p, 576/50p,720/60p, 720/50p, 1080/60i, 1080/50i,1080/24PsF 

(48i), 1080/60p (HDMI 

input only), 1080/50p (HDMI input only), 1080/24p (HDMI input only) 

Acceptable computer signal fH: 19 to 72kHz, fV : 48 to 92Hz, Maximum resolution 1920x1080 fV 

60Hz 

Terminal name (Function)  

Y Pb/Cb Pr/Cr (Component input ) RCA Pin jack 

3D SYNC RJ-45 

Input A (Analog RGB/Component) HD D-sub 15-pin 

HDMI Digital RGB / Y Cb(Pb) Cr(Pr) 

Remote (RS-232C) D-sub 9-pin (Female) 

IR IN (control-s) Mini jack 

General  

Dimensions (w/h/d) 407.4 x 179.2 x 463.9 mm, 16 1/8 x 7 1/8 x 18 3/8 inches 

Mass Approx. 10kg (22 lb 1 oz) 

Power requirements AC 100 to 240V, 3.0-1.3A, 50/60Hz 

Power consumption Max.:300W, 

Standby mode:8W, Standby mode(low):0.5W 

Operating temperature 5 to 35 C degrees (41 to 95 F degrees) 

Operating humidity 35 to 85% (no condensation) 

Storage temperature -20 to +60 C degrees (-4 to +140 F degrees) 

Storage humidity 10 to 90% 

Supplied Accessories  

Remote Control Remote Commander RM-PJ20 

Batteries for Remote Control Size AA (R6) batteries (2) 

AC power cord AC power cord (1)  

Operating Instructions Operating Instructions(1) 

Warranty Warranty Card (1)  

USB charger USB charger (1) 

USB AC power cord USB AC power cord (1)  

Optional Accessories  

Projector Lamp LMP-H202 (for replacement) 

Projector Suspension Support PSS-H10 

 


