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Press Release 

 

Sony’s Latest Full HD 3D Home Theatre Projector  

Brings Premium Cinematic Experience to the Home 

VPL-VW95ES brings 3D movies to life with bright, vivid and vibrant imagery 

VPL- VW95ES 

 

Hong Kong, October 18, 2011 – Sony today launched its latest home theatre projector, the 

VPL-VW95ES, which delivers an unsurpassed 3D cinematic experience at home.  Featuring a 

cinema-grade Silicon X-tal Reflective Display (SXRD) panel and a contrast ratio as high as 

150,000:1, the VPL-VW95ES brings 3D movies to life with crisp, bright and vibrant imagery 

that will fulfil the greatest dreams of film enthusiasts. 

“As Sony’s latest flagship 3D home projector, the VPL-VW95ES is designed to take the industry 

standard to new heights.  Customer feedback on Sony’s wide range of home projectors have been 

carefully considered to ensure the VPL-VW95ES gives viewers the top-of-its-class home 

cinematic experience,” said Mr. Henry Lee, Division Managing Director, Hong Kong Marketing 

Company, Sony Corporation of Hong Kong Limited. “It’s definitely a no-compromise product 

which pushes all visual aspects to the extreme of home cinematic experience.” 
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The VPL-VW95ES is a successor to Sony’s first 3D home theatre projector VPL-VW90ES, 

announced last September.  The VPL-VW95ES allows users to enjoy an unrivalled 3D home 

theatre experience thanks to the new dynamic lamp power control and the 1000-lumen brightness. 

Additional picture position memory also remembers the positions set to meet different aspect 

ratios in addition to enjoying a cinema scope sized screen. The new projector is compatible with 

Sony’s latest active shutter 3D glasses TDG-PJ1, which are 24 percent lighter than the previous 

model, delivering stunningly detailed and vivid 3D images. The transmitter that synchronizes 3D 

content effortlessly with the glasses is now built-in, eliminating extra cabling.  

  

Consistent with Sony’s 3D home projectors in the market, it uses the top of the range SXRD 

panel to offer an ultra-fast response time of 2 milliseconds; the same technology found in Sony’s 

4K cinema-grade projectors now in use by large movie theatres worldwide. 

 

Given the number of films now available on 3D Blu-ray, the VPL-VW95ES ensures viewers can 

get the same experience in their home as in the cinema. The projector is equipped with Sony’s 

Advanced Iris 3 technology together with the SXRD panels to produce a high dynamic contrast 

ratio of up to 150,000:1, delivering immersive pictures with rich depth. Motionflow™ 

technology also reduces motion blur and judder, giving viewers superb picture quality.  

 

The Independent 2D/3D Picture Mode on the VPL-VW95ES allows the viewers to select 

separate parameters for 2D and 3D content to optimise each picture image setting whether 

watching in 2D or 3D. These settings can be saved for viewing later, further enhancing 

convenience and ease of use. 

 

The motorised adjustable “Lens Shift” function enables the projector to adjust the picture 

position (both horizontal and vertical) easily. This expands the projector’s placement and 

installation options without distorting image quality.  The comfort of the home cinema 

experience has also been greatly advanced with the low fan noise, flexible picture calibration, 

and picture position memory which allow customers to set the 2.35:1 aspect ratio as one of the 5 

user-configured settings with just one button via the remote control. 

 

Supplied with two pairs of 3D glasses, the VPL-VW95ES is now available at the suggested price 

of HK$52,000.  

 

For customer enquiries please contact Sony sales and services hotline at (852)2345-2966. 
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About Hong Kong Marketing Company 

Hong Kong Marketing Company (HKMC), a division of Sony Corporation of Hong Kong 

Limited, provides sales, marketing and after sales services for Sony’s consumer electronics 

products as well as broadcast and professional products in Hong Kong and Macau. For more 

information on Sony’s products and services, please visit its web site on www.sony.com.hk. 

 

About make.believe 

“make.believe” (make dot believe) is a Group-wide brand message that unites Sony’s 

communications initiatives across electronics, games, movies, music, mobile phones and 

network services. “make.believe” symbolizes the spirit of Sony – the power of creativity, the 

ability to turn ideas into reality and the belief that anything you can imagine, you can make real.  

 

 

### 

 

 

http://www.sony.com.hk/
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Specifications sheet for Sony 3D home projector VPL-VW95ES: 

Model VPL-VW95ES 

Display system 3 SXRD System 

Display device Size of effective 

display area 

0.61” HFR SXRD (Silicon X-tal Reflective Display) 

Aspect ratio: 16:9 

Number of pixels 6,220,800 (1920 x 1080 x 3) pixels 

Projection lens Zoom Powered (Approx. 1.6 x) 

Focus Powered 

Shift Powered 

Vertical: Upward 65% to Downward 65% 

Horizontal: Right 25% to Left 25% 

Light source 200 W Ultra High Pressure lamp 

Screen size 40” to 300” (1,016 mm to 7,620 mm) 

Brightness 1000 lm 

Contrast ratio Dynamic 150,000:1 

Displayable 

scanning frequency 

Horizontal 19 kHz to 72 kHz 

Vertical 48 Hz to 92 Hz 

Display resolution Computer signal input Maximum display resolution: 1920 x 1080 dots 

Panel display resolution: 1920 x1080 dots 

Video signal input 15 kHz RGB/component 50/60 Hz, Progressive component 50/60 

Hz, 480/60i, 576/50i, 480/60p, 576/50p, 720/60p, 720/50p, 

1080/60i, 1080/50i, 1080/24PsF (48i), 1080/60p (HDMI input 

only), 1080/50p (HDMI input only), 1080/24p (HDMI input only) 

OSD language 16 languages (English, Dutch, French, Italian, German, Spanish, 

Portuguese, Russian, Swedish, Norwegian, Japanese, Simplified 

Chinese, Traditional Chinese, Korean, Thai, Arabic) 

Computer and 

video signal 

input/output 

INPUT A RGB / Y PB/CB PR/CR input connector: D-sub 15-pin (female) 

HDMI 1 / HDMI 2 Digital RGB / Y PB/CB PR/CR 

COMPONENT Pin jack 

Control signal input/output 3D SYNC: RJ-45 

IR IN: Mini jack 

TRIGGER: Mini jack 

Remote: D-sub 9-pin (female) 

Acoustic noise 20 dB (Low) 

Operating temperature (Operating humidity) 5°C to 35°C / 41°F to 95°F 

(35% to 85%; No condensation) 

Storage temperature (Storage humidity) -20°C to +60°C / -4°F to +140°F (10% to 90%) 

Power requirements AC 100 V to 240 V, 3.0 A to 1.3 A, 50/60 Hz 

Power consumption Max: 300 W 

Standby mode power consumption 8 W (Standby mode: Standard) 

0.5 W (Standby mode: Low) 

Outside dimensions W 470 x H 179.2 x D 484.9 mm 

(W 18 1/2 x H 7 1/16 x D 19 3/32 in) 

Mass 11 kg (26 lb 8 oz) 

Supplied accessories RM-PJ21 Remote Commander (1), Size AA (R6) batteries (2), AC 

power cord (1), Operating Instructions(1), Image Director3 CD-

ROM (1), 3D Glasses (2), Pouch for the 3D Glasses (2), USB 

Cable (1), USB charger (1), USB AC power code (1) 

 


