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Press Release 
 

Sony Introduces New Interchangeable Lens Full HD Handycam®  NEX-VG30E 

The new NEX-VG30E captures superior imaging quality with a wide range of creative tools  

 

 16.1 effective megapixel Exmor™ APS HD CMOS sensor 

 Full HD video footage at either 50p/25p/24p progressive movie recording 

 Comprehensive manual controls and „seesaw‟ zoom lever 

 High contrast XGA OLED Tru-Finder 

 3.0” XtraFine touch panel LCD 

 Quad Capsule Spatial Array Microphone for high-quality stereo and 5.1ch sound 

 New Multi Interface Shoe provides compatibility with more accessories 

 

Hong Kong, January 4, 2013 – Sony today announced the launch of the new interchangeable 

lens Full HD Handycam®  camcorder NEX-VG30E, which allows videographers to shoot videos 

with superior image quality and unlimited creativity.  

 

Building on the success of the NEX-VG20E, the new NEX-VG30E features 16.1 effective 

megapixels plus a large Exmor™ APS HD CMOS sensor, which is considerably larger than 

standard camcorder sensors, enabling videographers to shoot with precise selective focus with 

beautifully defocused backgrounds plus the sensitivity needed to shoot clear, low-noise images 

in low light environments.  
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To take full advantage of the superb imaging capabilities of its advanced sensor, the NEX-

VG30E features high-resolution 50p recording as well as a 25/24p progressive mode that can 

deliver dramatic film-like effects with Cinema Tone Gramma™ and Cinema Tone Color™. 

More creative options are available right under users‟ fingertips with a range of new picture 

effect modes that add distinctive personal touches to the creations without the need for post 

production.  

 

Whether users are shooting video or stills, the NEX-VG30E can shoot up to three DSLR-class 

still images per second. With 16.1 megapixels RAW capture capability, users can also enjoy the 

widest possible range of post-processing options. 

 

The NEX-VG30E also features the same XGA OLED Tru-Finder, comprehensive manual 

controls and „seesaw‟ style zoom lever as the NEX-VG900E. A 920,000-dot “Xtra Fine” 3.0 

type LCD monitor faithfully reproduces fine details and tonal values while allowing precise 

manual focusing. It also functions as a touch panel for intuitive control. 

 

Separate microphones and recording equipment are often used to achieve high quality audio 

recordings.  To meet users‟ needs for high quality sound, the NEX-VG30E comes with a built-in 

advanced Quad Capsule Spatial Array Microphone with excellent forward and rearward 

directivity plus 5.1ch recording capability with low noise and high clarity, allowing 

videographers to capture dialogue and other sounds precisely.  

 

The NEX-VG30EH lens kit is supplied with a superb E PZ-18200mm (F3.5-6.3) wide-range 11x 

powered-zoom lens that also includes precision autofocus, OSS (Optical SteadyShot) images 

even when users are moving around while shooting. It also features an internal drive system that 

has been especially designed for smooth, quiet operations, essential when shooting video. A 

powered zoom lens allows zoom speeds to be varied in more than 8 steps for exceptionally 

smooth constant-speed zoom effects. 

 

Smooth zoom with fingertip control is another key feature that is essential to videographers when 

shooting high-quality video. A zoom seesaw lever conveniently located on the NEX-VG30E‟s 

camera grip works with specific E-mount lenses, such as the NEX-VG30EH lens package 

supplied E PZ-18200mm zoom lens for APS-C sensor, enabling users to adjust optical zoom 

easily. When using a single focus lens, users may easily control up to 2x zoom with 32-step 

variable speed. The result is smooth, pro-quality zoom effects that are difficult to achieve when 

zooming manually. 
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For those critical applications where it is necessary to use an external microphone, the new built-

in Multi Interface Shoe allows easy attachment of an optional XLR adaptor XLR-K1M that can 

be connected to high-performance separate microphones. 

 

To maximize shooting opportunities and meet the needs of users who would like to use A-mount 

lenses for video recording, the NEX-VG30E supports an optional LA-EA2 adaptor that features 

translucent mirror technology and provides compatibility with the extensive Sony A-mount lens 

lineup
1
. The LA-EA2 also includes high-speed phase-detection AF that will effectively keep 

even fast-moving subjects in focus. 

 

Recording times are limited only by the capacity of the memory card in use. The supplied NP-

FV70 battery offers more than two hours of operation while the optional NP-FV100 battery 

delivers more than five hours of operation
2
. 

 

The new interchangeable lens Full HD Handycam®  Camcorder NEX-VG30E from Sony will be 

available in mid-January 2013. 

 

Order Now 

Sony Full HD Handycam®  camcorder NEX-VG30E will be available for pre-ordering from 

January 4 – 16, 2013 at all Sony Stores, Sony Store online (www.sony.com.hk), Sony tele-sales 

hotline at (852) 2345-2966 and authorized dealers.  Details are as follows: 

 

Model Price Premium Pre-order Special Offer 

NEX-VG30E (Body 

only)  

 

HK$14,980 NP-FV100 Battery 

(Valued at 

HK$950) 

Lens adaptor LA-EA2 at 

HK$1,990 (Valued at 

HK$2,590) 

NEX-VG30E Zoom 

Lens Kit (with 

SELP18200 lens) 

HK$19,980 

 

 

For customer enquiries, please contact Sony sales and services hotline at (852) 2345-2966.  

 

                                                           
1
 Autofocus not available with STF or tele-converter lenses 

2
 NP-FV100 InfoLITHIUM Battery Pack with a full charge at normal room temperature. 
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About Hong Kong Marketing Company 

Hong Kong Marketing Company (HKMC), a division of Sony Corporation of Hong Kong 

Limited, provides sales, marketing and after sales services for Sony‟s consumer electronics 

products as well as broadcast and professional products in Hong Kong and Macau. For more 

information on Sony‟s products and services, please visit its web site on www.sony.com.hk. 

 

About make.believe 

“make.believe” (make dot believe) is a Group-wide brand message that unites Sony‟s 

communications initiatives across electronics, games, movies, music, mobile phones and 

network services. “make.believe” symbolizes the spirit of Sony – the power of creativity, the 

ability to turn ideas into reality and the belief that anything you can imagine, you can make real.  
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Key Specifications of Sony Interchangeable Lens Full HD Handycam®  NEX-VG30E:  

Model NEX-VG30E 

Type Interchangeable Lens Digital HD Video Camera Recorder 

Lens Compatibility Sony E-mount lens system. Can also use A-mount lenses with optional 

mount adaptor LA-EA2 

Image Sensor Exmor™ APS HD CMOS sensor (23.5 x 15.6mm) 

Processor BIONZ™ image processor 

Effective resolution  Approx. 16.1 megapixels (3:2 Still) 

Approx. 13.6 megapixels (16:9 movie) 

Video format HD: MPEG4-AVC/H.264 AVCHD™ ver.2.0 format compatible 

SD: MPEG2-PS 

Movie Recording 

Rate (Average Bit 

Rate/VBR) 

HD: PS Approx.28Mbps/ FX Approx.24Mbps/ FH Approx.17Mbps/ 

HQ Approx.9Mbps/ LP Approx.5Mbps 

SD: HQ Approx. 9Mbps 

Video mode HD:1920x1080/50p, 25p, 24p, 50i (FX,FH), 1440x1080/50i (HQ,LP) 

SD:720x576/50i 

Audio format Dolby
®
 Digital 5.1ch, Dolby

®
 Digital 5.1 Creator 

Dolby
®
 Digital 2ch stereo 

Viewfinder Swivel OLED EVF 1.3cm (0.5-type) with approx. 2359k dots 

With 100% field of view and diopter adjustment; colour temp. 

adjustment 

LCD 3.0-type Xtra Fine LCD 270-degree swivel display with touch panel 

operation; brightness control; real-time display of exposure 

compensation & WB; histogram; grid on/off 

Focusing system Manual focus, contrast AF  

Exposure system 63-segment metering from image sensor with multi-segment and touch 

spot modes; 

Metering sensitivity 0 to 20EV ( at ISO 100 conversion with F2.8 lens); 
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Exposure settings: Auto, Flexible Spot (touch panel) and Manual (dial) 

White Balance 

modes 

Auto/One push/Outdoor/Indoor/WB Temp + B-A/G-M adjustment for 

respective modes 

Minimum 

illumination 

9 lux (1/50 Shutter Speed F3.5) 

Manual exposure 

assist 

Zebra pattern display 

Digital zoom X2.0, with power zoom control and zoom lever (variable / fixed max. 

32 steps) 

Shutter speed auto 

control range (sec.) 

1/48-1/10000 (movie 24p), 

1/50-1/10000 (movie other),  

30s-1/4000 (still) 

Picture Effects Movie and still photos: Posterisation, Pop Colour, Retro Photo, Partial 

Colour, High Contrast Monochrome, Toy Camera 

Still only: Soft Focus, Miniature 

Other features Audio Level Display; Cinema Tone Gamma™, Cinema Tone Colour™; 

Assignable dial; Face Detection; Date/Time Stamp; D-Range 

Optimiser; One-touch Disc Burn; Mono speaker 

Interfaces Media card slot; component/composite video out/S-Video out; HDMI 

(mini); USB mini-AB/USB 2.0 Hi-speed (mass-storage/MTP) (Read 

only); headphone output (stereo mini-jack); mic input (stereo mini-

jack); Multi Interface Shoe; DC in; remote terminal (integrated into 

A/V remote terminal); A/V remote terminal 

Dimensions (W x H 

x D) 

Approx. 91 mm × 130 mm × 223 mm (including supplied battery) 

Weight Approx. 650g (main unit) 

Approx. 1420g (with supplied Lens* and NP-FV70 battery) 

*NEX-VG30EH only 

Supplied accessories Rechargeable battery NP-FV70;  

AC adaptor;  
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component AV cable;  

AV connecting cable; USB cable;  

body cap; battery cover; wind screen;  

large eye cup; CD-ROM application software;  

remote commander; 

NEX-VG30EH only: Zoom Lens; 

(E PZ 18-200mm F3.5-6.3 OSS);  

Lens hood;  

Lens front cap;  

Lens rear cap 

 

 

 

 

 

 


