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      Press Release 
 

Sony Announces Portable Headphone Amplifier PHA-2  

for High-Resolution Audio Quality 

 

 

 

 

 

 

 

 

 

 

 

 

 High-resolution audio quality 192kHz/24bit compatible with high-resolution music 

sources  

 Capable of superior sound playback with a premium Digital-to-Analog Converter 

 Supports digital connection with Walkman
®
  NWZ-F880 series and iOS™ devices 

 Uses a high-quality operational amplifier for the line-out signal 

 Sophisticated sleek design with durable high intensity aluminium body 

 

Hong Kong, October 8, 2013 –Sony today announced the PHA-2 Portable Headphone 

Amplifier. Created for music lovers who are constantly on the move, it effectively enhances 

sound quality when used with portable audio players, smartphones or computers, giving users a 

rich music listening experience like the original recording.  

 

The PHA-2 ensures high-resolution audio quality and is able to support playback of high-

resolution audio formats of up to 192kHz/24bit, offering an audio experience that surpasses CD 

sound quality (44.1kHz/16bit). It also uses a high-quality operational amplifier for the line-out 

signal, producing volume higher than average when connected. 

 

Furthermore, with the inclusion of a premium Digital-to-Analog Converter, the portable 

headphone amplifier supports music playback from personal computers up to DSD 5.6MHz. This 

technology, originally developed for use in professional and premium home audio devices, 

ensures superior sound playback and enjoyment. 

 

The PHA-2 supports digital connection with a variety of devices, including Walkman
®
 NWZ-

F880 series and iOS™ devices. It transfers digital audio data directly from these media players 

and converts them into analog output, therefore reproducing higher-quality sound than if 

connected to the music player directly.  
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Professionally constructed in a durable high intensity aluminum enclosure with zinc alloy cast 

dampers to minimise external interference, the PHA-2 sports a sophisticated compact design 

meant for portability and durability. Its built-in rechargeable Lithium-ion battery, providing up to 

17 hours of listening pleasure on analogue connection, and 6.5 hours on digital connection.  

 

The Portable Headphone Amplifier PHA-2 from Sony will be available from December 2013 

onwards and price will be announced later. 

 

For customer enquiries, please contact Sony hotline service at (852) 2345-2966. 

 

About Hong Kong Marketing Company 

Hong Kong Marketing Company (HKMC), a division of Sony Corporation of Hong Kong 

Limited, provides sales, marketing and after sales services for Sony’s consumer electronics 

products as well as broadcast and professional products in Hong Kong and Macau. For more 

information on Sony’s products and services, please visit its web site on www.sony.com.hk. 

 

About make.believe 

“make.believe” (make dot believe) is a Group-wide brand message that unites Sony’s 

communications initiatives across electronics, games, movies, music, mobile phones and 

network services. “make.believe” symbolizes the spirit of Sony – the power of creativity, the 

ability to turn ideas into reality and the belief that anything you can imagine, you can make real. 
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http://www.sony.com.hk/
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Product Specifications of Sony High-Resolution Audio Portable Amplifier PHA-2:  

Model PHA-2 

High-Resolution 

Audio Capability 

                  

 

 

Frequency range 10 Hz – 100 kHz (AUDIO IN input) 

Distortion 0.01% or less (1 kHz) 

Supported impedance 8 Ω - 600 Ω 

Maximum input 1 Vrms (AUDIO IN) 

Maximum output 

(when using 

the built-in  

lithium-ion 

rechargeable battery) 

Approx. 165 mW + 165 mW (8 Ω, 10 % distortion) 

Approx. 90 mW + 90 mW (32 Ω, 1 % distortion) 

Approx. 25 mW + 25 mW (300 Ω, 10 % distortion) 

Output jack 

 

Stereo mini jack
*1

 (PHONES jack) 

Stereo mini jack
*1

 (Switching the input and output of the AUDIO IN/LINE 

OUT jack by the OUTPUT SELECT switch) 

Input jack/port 

 

Stereo mini jack
*1

 (Switching the input and output of the AUDIO IN/LINE 

OUT jack by the OUTPUT SELECT switch) 

Micro-USB port (type B) 

“WALKMAN” connecting port 

iPhone/iPad/iPod connecting port 

Operating 

temperature 

0 °C to 40 °C 

Charging temperature 5 °C to 35 °C 

Power source built-in lithium-ion rechargeable battery : DC 3.7 V 

USB power: DC 5V  (from a computer via a USB connector of the player) 

Battery life
*2

 Analog connection: Approx. 17 hours
*2

 

Digital connection: Approx. 6.5 hours
*2

 

Charging time Approx. 7 hours
*3

 

Dimensions Approx. 68 mm × 29 mm × 140 mm 

(w/h/d, projecting parts are not included) 

Mass Approx. 270 g 

Supported sampling 

frequencies/bit 

PCM: Maximum 192 kHz/24 bit 

DSD: 2.8 MHz, 5.6 MHz 

Supplied accessories  Digital output USB cable for “WALKMAN” (1)
*4

 

Micro-USB cable (1) 

Stereo mini cable (1) 

Silicone belt (4) 

Protection sheet (1) 

Operating Instructions  (1) 

Operating 

environment 

 

Compliant OS: 

Windows 8/Windows 8 Pro 

Windows 7 Starter (SP1 or later)/Home Basic (SP1 or later)/Home 

Premium (SP1 or later)/Professional (SP1 or later)/ 
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Ultimate (SP1 or later) 

Windows Vista 

Home Basic (SP2 or later)/ 

Home Premium (SP2 or later)/ 

Business (SP2 or later)/Ultimate (SP2 or later) 

Mac OS X (10.6.8 or later) 

CPU: Intel Core 2 Processor 1.6 GHz or better 

Memory: 1 GB or better 

USB port (USB 2.0 High Speed) 

One of the above OS need to be installed to the computer at the factory. 

The unit is not guaranteed to operate with all computers. 

The unit is not guaranteed to operate with home built computers, operating 

systems that are personally upgraded, or multiple operating systems. 

The unit is not guaranteed to operate with functions such as system suspend, 

sleep, or hibernation, on any computer. 

Design and specifications are subject to change without notice. 

 

Remarks 

*1 Only a 3-pole stereo mini plug is supported. Other plugs, including 2-pole mini plug or 4-pole 

stereo mini plug, are not supported. 

*2 when using the unit at 1 mW + 1 mW output (24 Ω). Time may vary, depending on the 

immediate environment or conditions of use. 

*3 Time required for empty battery to recharge. 

*4 As of September 2013, only compatible with high-resolution supported “WALKMAN” model 

NWZ-F880 series.  

 

Trademark Notices 

“Walkman” and “Walkman” logo are registered trademarks of Sony Corporation. 

iPad, iPhone, iPod, iPod classic, iPod nano, and iPod touch are trademarks of Apple Inc., 

registered in the U.S. and other countries. 

“Made for iPod,” “Made for iPhone,” and “Made for iPad” mean that an electronic accessory has 

been designed to connect specifically to iPod, 

iPhone or iPad, respectively, and has been certified by the developer to meet Apple performance 

standards.  

Apple is not responsible for the operation of this device or its compliance with safety and 

regulatory standards.  

Please note that the use of this accessory with iPod, iPhone or iPad may affect wireless 

performance. 

 

Macintosh and Mac OS are trademarks of Apple Inc., registered in the U.S. and other countries. 

Microsoft, Windows and Windows Vista are registered trademarks or trademarks of Microsoft 

Corporation in the United States and/or other countries. 

All other trademarks and registered trademarks are trademarks or registered trademarks of their 

respective holders.  

 


